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CHARACTERISTICS
Welded Monoblok locker boxes, manufactured with cold laminated sheet metal DC01, according to the European 
Norm EN 10130, with  a carbon content of less than 0,12%. Thickness of 1.5mm on front, back and sides.
Steel tube legs (35 mm x 35 mm) 1.5 mm thick with floor fixings.
Treatment prior to painting: passivation and degreasing with amorphous phosphating.
Dried in a polymerization oven at 180ºC during 15 minutes.
Painting with Epoxy-polyester powder in robotized cabins.
Body and doors painted in grey RAL 7035 Micro-textured finish. Minimum thickness of the painting: 50 microns.
Coin purse (€1 returnable coin) made of zamak with chain. Removable and mastered cylinder with 2 keys. Coin pur-
ses are supplied assembled on the front.
Supplied disassembled. Easy to assemble.



1.000

900

400

1.000

1.200

400

1.000

1.500

400

For further information, please, do not hesitate to contact us by pone +34 976 50 54 88, or to have a look at our homepage: www.megablok.com

Revison 03
Date: 01/04/2020

TECHNICAL DATA SHEET LEFT-LUGGAGE LOCKERS
MARCO AMARRE SERIES

RAL
9010

RAL
3005

RAL
2004

RAL
1017

RAL
6029

RAL
3017

RAL
9001

RAL
4005

RAL
4010

RAL
1021

RAL
3000

RAL
5015

RAL
9006

RAL
5010

RAL
7016

RAL
5023

RAL
7036

RAL
6034

RAL
7035

RAL
8025

RAL
9005

COLOURS

COMBINATIONS AND DIMENSIONS

MA900
COD: 90222

18,5kg . 0,08m3

5 Cain-operated

MA1200
COD: 90322

21kg . 0,09m3

6 Cain-operated

MA1500
COD: 90422

23,5kg . 0,10m3

8 Cain-operated


