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Chassis
Manufactured en steel tube of 1.5 mm thickness.
Painted en grey RAL 7035 Micro-textured. Minimum thickness of 50 micrometer.
Frame, tubes for fixation of the slats with hooks and legs made of steel tube of 30x30mm.
Shoe rack made of steel tubes of 20x10 mm.
High resistance and easy assembly.
The legs and coat rack tubes are fitted with PVC end caps.
Adjustable plug for legs

Slats
Slats made of pine wood (90 mm width x 16 mm thickness) recovered with polyurethane varnish, quality: “Flanders 
V”. Wood comming from sustainable forrests with Chain of Custody Certification FSC.

Hooks
Made of zamak (zinc alloy with aluminium, magnesium and copper. It is hard and mechanically strong).
Three-hook model.
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CHASSIS COLOURS
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BANC-MINI
COD: 79004 . 8kg . 0,11m3

BANC-1-1000
COD: 79010 . 9,5kg . 0,16m3

BANC-2-1000
COD: 79012 . 16kg . 0,23m3 . 4 

BANC-2-1000-DC
COD: 79212 . 28kg . 0,46m3 . 8 

BANC-1-2000
COD: 79020 . 18kg . 0,31m3

BANC-2-2000
COD: 79014 . 29kg . 0,31m3 . 9 

BANC-2-2000-DC
COD: 79214 . 52kg . 0,62m3 . 18 

BANC-1-1500
COD: 79001 . 14kg . 0,23m3

BANC-2-1500
COD: 79013 . 24kg . 0,3m3 . 7 

BANC-2-1500-DC
COD: 79213 . 42kg . 0,6m3 . 14 
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COMBINATIONS AND DIMENSIONS

BANC-MINI SERIES

BANC-1 SERIES

BANC-2 SERIES
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BANC-4-1000
COD: 79300 . 11,5kg . 0,34m3

BANC-3-1000
COD: 79022 . 21,5kg . 0,28m3 . 4 

BANC-3-1000-DC
COD: 79222 . 37kg . 0,48m3 . 8 

BANC-4-2000
COD: 79350 . 20,5kg . 0,68m3

BANC-3-2000
COD: 79024 . 33,5kg . 0,45m3 . 9 

BANC-3-2000-DC
COD: 79224 . 61kg . 0,64m3 . 18 

BANC-4-1500
COD: 79325 . 16,5kg . 0,51m3

BANC-3-1500
COD: 79023 . 28,5kg . 0,36m3 . 7 

BANC-3-1500-DC
COD: 79223 . 51kg . 0,62m3 . 14 
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COLG-1-1000
COD: 79910

REP-MAD-1000
COD: 79911 . 7kg . 0,11m3

COLG-3-2000
COD: 79920

REP-MAD-2000
COD: 79921 . 13kg . 0,22m3

COLG-2-1500
COD: 79915

REP-MAD-1500
COD: 79916 . 10kg . 0,16m3

For further information, please, do not hesitate to contact us by pone +34 976 50 54 88, or to have a look at our homepage: www.megablok.com

Revison 01
Date: 01/04/2020

TECHNICAL DATA SHEET BENCHES
WOODEN AND STEEL BENCHES

COMBINATIONS AND DIMENSIONS

BANC-4 SERIES

BANC-3 SERIES

REP-MAD SERIES

REP-MAD SERIES
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OPTION LOCKERS FOR BENCH SEATS

Manufactured with cold laminated steel sheet metal, quality DC 01, according to the European Norm EN 10130 with 
a carbon content of less than 0.12%. Metal thickness of 0.6 mm.
Previous passivation and degreasing treatment with amorphous phosphating before painting.
Dried in a polymerization oven at 180ºC during 15 minutes.
Painted with Epoxy-polyester-powder, through robotized cabins.
Painted in grey RAL 7035, micro-textured finish. Minimum thickness of 50 microns.
With ventilation rosettes.
Chromed standard cylinder locks.
Doors with perimetric double folding.
Borders without cutting edges. Hidden hinges.


